**PRECAUTIONS**

**FOR SAFE USAGE PLEASE OBSERVE THE FOLLOWING:**

**FOR INDOOR STORAGE USE ONLY**

- Keep product on a flat, stable surface.
- Do not use near source of heat.
- Place heavier objects on lower shelves for stability.
- Please observe weight tolerance and do not overload product.
- Place objects inside or on product for even weight distribution, with heavier objects in lower shelves.
- Please check that screws are properly tightened after installation. Screws may loosen over time; re-tighten as needed.

When moving products:
- Remove all items and fill evenly from both sides.
- Keep hands and fingers clear of flaps to avoid pinching or scratching when moving product.
- Pull out and close flaps gently.
- Do not apply excessive weight to flaps when open.

**CLEANING METHOD**

**TO MAINTAIN HIGH PERFORMANCE OF THE PRODUCT, PLEASE MAKE SURE TO OBSERVE THE FOLLOWING:**

- Wipe with a damp soft cloth and mild kitchen soap; wash with damp cloth and dry thoroughly.
- Do not use cleaning products such as alcohol, gasoline, bleach or detergent powder.

**SPECIFICATIONS**

**PLEASE CONFIRM MODEL NUMBER WHEN VIEWING SPECIFICATIONS:**

<table>
<thead>
<tr>
<th>Product Size (mm/in)</th>
<th>Body: W 910 x D 407 x H 319 mm</th>
<th>Body: W 23.23 x D 16 x H 12.6 in</th>
</tr>
</thead>
<tbody>
<tr>
<td>Inner Flap: W 559 x D 295 x H 211 mm</td>
<td>Inner Flap: W 23.9 x D 11.6 x H 3 mm</td>
<td></td>
</tr>
</tbody>
</table>

**Weight Tolerance (kg/lb)**

<table>
<thead>
<tr>
<th>Material</th>
<th>Top Shelf: 30 kg</th>
<th>Top Shelf: 66.1 lbs</th>
</tr>
</thead>
<tbody>
<tr>
<td>Each Shelf: 10 kg</td>
<td>Each Shelf: 22 lbs</td>
<td></td>
</tr>
<tr>
<td>Flap: 2 kg</td>
<td>Flap: 4.4 lbs</td>
<td></td>
</tr>
<tr>
<td>Total 56 kg</td>
<td>Total 123.4 lbs</td>
<td></td>
</tr>
</tbody>
</table>

**Material**

Particle Board, Fiberboard, and Printed Paper

---

**IRIS USA, INC.**

**ADDRESS:** 17412 W Culver Rd, Surprise, AZ 85374

**WEBSITE:** www.Irisusa.com

---

**3-TIER POCKET DOOR CABINET**

**GENERAL INSTRUCTIONS**

Thank you for purchasing this product. Please read these instructions carefully before use. Keep these instructions for future reference.

**CH4-3**

**REQUIRED TOOL:** NO. 2 PHILLIPS HEAD SCREWDRIVER

**Assembly by 2 people is recommended**

**WARNING**

In order to avoid damage, do not use an impact driver.

**IMPORTANT**

- READ ALL INSTRUCTIONS PRIOR TO ASSEMBLY.
- FOLLOW ASSEMBLY INSTRUCTIONS PROPERLY TO ENSURE MAXIMUM PRODUCT STRENGTH AND STABILITY.

**1 Gluing dowels and slots**

**2 Tightening Pins**

Insert tightening drum.
Being careful of orientation, insert the drum to the back with an arrow at top. 
(Drum cannot be secured if oriented incorrectly)

Insert tightening pin into hole

3 Turn tightening drum.
Secure by turning 135-140 degrees clockwise.

**PARTS**

- Please confirm the following parts are included before assembling.
- Packaging material is not marked, extra hardware may be included for convenience.

**Wall Anchoring Parts**

- Product Anchor Screws (5)
- Wall Anchor Screws (5)