OPEN WOOD RACK
GENERAL INSTRUCTIONS
Thank you for purchasing the product.
Please read these instructions carefully before use.
Keep these instructions for future reference.

- REQUIRED TOOL: PHILLIPS HEAD SCREWDRIVER
- Use a screwdriver with more than 1" handle portion

WARNING In order to avoid damage, do not use an impact driver.

SPECIFICATIONS

<table>
<thead>
<tr>
<th>PRODUCT NUMBER</th>
<th>OWR-200</th>
<th>OWR-400</th>
<th>OWR-600</th>
</tr>
</thead>
<tbody>
<tr>
<td>OUTER SIZE</td>
<td>W 7.87&quot; × D 11.5&quot; × H 34.6&quot;</td>
<td>W 15.75&quot; × D 11.5&quot; × H 34.6&quot;</td>
<td>W 23.6&quot; × D 11.5&quot; × H 34.6&quot;</td>
</tr>
<tr>
<td>MATERIAL</td>
<td>FINISHED PARTICLEBOARD</td>
<td>FINISHED PARTICLEBOARD</td>
<td>FINISHED PARTICLEBOARD</td>
</tr>
<tr>
<td>WEIGHT TOLERANCE</td>
<td>TOP PANEL 44LBS, BASE PANEL 44LBS, SHELF PANELS 44LBS (PER SHELF), TOTAL 176LBS</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

* LOAD CAPACITY IS MEASURED VALUE, NOT GUARANTEED VALUE.
* PRODUCT SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

PRECAUTIONS FOR SAFE USAGE PLEASE OBSERVE THE FOLLOWING:

FOR INDOOR STORAGE USE ONLY
- Keep product on a flat, stable surface.
- Please observe weight tolerance and do not overload product.
- Do not lean on product or exert strong force such as pushing, climbing, or shaking.
- Place objects inside or on product for even weight distribution.
- Do not use near stove or other sources of fire.
- When moving product, please remove all items from inside or on top and lift evenly from both sides.
- Top and base panel positions cannot be modified.
- Shelf panels can be placed in any 2 of the 5 designated locations, with even space between them.
- Always use both shelf panels to avoid damage.
- To avoid damage to product:
  - Keep away from direct sunlight or high humidity.
  - Wipe away any water, oil, or soap immediately.
  - Do not place hot or wet items on rack.
  - Do not place stickers or tape on rack.
  - Please check that screws are properly tightened after installation. Screws may loosen over time, re-tighten if needed.
  - Please discard packing materials in proper waste receptacle.

CLEANING METHOD TO MAINTAIN HIGH PERFORMANCE OF THE PRODUCT, PLEASE MAKE SURE TO OBSERVE THE FOLLOWING:

- Wipe with a damp soft cloth and mild kitchen soap; wash with damp cloth and dry thoroughly.
- Do not use cleaning products such as alcohol, gasoline, bleach or detergent powder.

IRIS USA, INC.
ADDRESS: 13453 West Cactus Road Surprise, AZ 85379
WEBSITES: www.shophirisusa.com

RS USA, Inc.
TEL: 800-320-4747
FAX: 262-612-1010

#596224, #596225, #596226, #596227, #596228, #596229
PARTS

• Please confirm the following parts are included before assembling.
• Packaging material is not marked. Extra hardware included for convenience.

- Top/Base Panels (2)
- Support Panel (3)
- Shelf Panel (2)
- Screws (32)
- Screw Caps (50)

Front Side Panel (2)
Side Panel (back right)
Side Panel (back left)

ASSEMBLY METHOD

• Gloves suggested to avoid injury during assembly.
• Assemble with two people as larger parts may be heavy.
• Please assemble on a flat surface, and be careful not to scratch the floor.

1. Attach the Support Panel to the Side Panel (back left).

   * The Support Panels should be evenly distributed to match intended shelf locations.

2. Ensure Shelf Panels are adjacent to the underside of the Support Panels. Attach the Shelf Panels and the Top/Base Panels to the Side Panel (back left).

3. Attach the Front Side Panel.

4. Attach the Side Panel (back right) on the opposite side.

5. Complete assembly by attaching the Front Side Panel. Finish with Screw Caps.

   After Assembly
   Confirm that all screws are securely tightened and product is stable.