**General Instructions**

Thank you for purchasing this product. Please read these instructions carefully before use. Keep these instructions for future reference.

- **Required Tool:** NO. 2 Phillips head screwdriver
- **Assembly by 2 people is recommended**

**WARNING**

In order to avoid damage, do not use an impact driver.

**Parts**

- Please confirm the following parts are included before assembling.
- Packaging material is not marked. Extra hardware included for convenience.

**Cleaning Method**

To maintain high performance of the product, please make sure to observe the following:

- For hard to remove stains, wipe with diluted dish soap on damp cloth and dry thoroughly.
- Do not use cleaning products such as alcohol, gasoline, bleach or detergent powder.

**Precautions**

For safe usage please observe the following:

- Keep product on a flat, stable surface.
- Do not use on balconies; especially in high-rise buildings.
- Do not use near stove or other sources of fire.
- Please observe weight tolerance and do not overload product.
- Balance hanging objects evenly on product for even weight distribution.
- Please check that screws are properly tightened after installation. Screws may loosen over time; re-tighten as needed.

When moving products:

- Remove all items and lift evenly from both sides.
- Hold lower pipes when moving up and down steps.

For safety:

- Do not allow children to play with product.
- Do not hang on product or apply unnecessary weight.
- Pipe edges may be sharp: be careful not to cut hands.

To avoid damage to product:

- Keep away from direct sunlight or high humidity.
- Wipe away any water, oil, or soap immediately.
- Do not place hot or wet items on the product.
- Do not place stickers or tape on product.
- Wipe off any excess grease from pipes.

**Dimensions**

- **Product Size:** 101.1 cm (W) x 40 cm (D) x 150 cm (H)
- **Weight Capacity:**
  - Hanger Rod: 10 kg (22 lbs)
  - Upper Board: 5 kg (11 lbs)
  - Lower Board: 10 kg (22 lbs)

**Materials**

- Epoxy coated steel and finished particleboard

**Specifications**

- **Material:** Epoxy coated steel and finished particleboard
- **Capacity:**
  - Hanger Rod: 10 kg (22 lbs)
  - Upper Board: 5 kg (11 lbs)
  - Lower Board: 10 kg (22 lbs)

**Cleaning Method**

To maintain high performance of the product, please make sure to observe the following:

- For hard to remove stains, wipe with diluted dish soap on damp cloth and dry thoroughly.
- Do not use cleaning products such as alcohol, gasoline, bleach or detergent powder.
1. Insert the Upper Pipes and adhere Felt Stickers to bottom of Lower Pipes. Use the diagram below as reference and be mindful of the direction the pipes are facing, with indented holes facing out.

**CAUTION**
Be mindful of your fingers when inserting pipes.

- Upper Pipe: left
- Upper Pipe: middle
- Upper Pipe: right

2. Attach the Rack Pipes on to part 1.
   - Attach the Short Rack Pipes and Long Rack Pipes to Middle Pipe to create part 1.
   - Attach so the Rack Pipe holes are facing straight up.
   - Screw the pipes by hand.

3. Attach boards to part 2.
   - Tightly secure screws.
   - Large Lower Rack Board (1)
   - Hanger Board (1)

   - Tightly secure screws.
   - Board Order:
     1. Extra Small: Top
     2. Small: 2nd from Top
     3. Medium: 2nd from Bottom
     4. Large: Bottom
   - Rack Pipes (2)
   - Rack Board (1)
   - Screws (4) per board

5. Attach section 3 to section 1.
   - Attach boards from the bottom first, largest to smallest.
   - First loosely secure bolts and tighten them at the very end.
   - Spacers (14)
   - Left
   - Right
   - Part 3 (3 sets)

6. Make sure all screws are tightly secure.
   - Hanger Rod (1)
   - Part 1
   - Part 2

**WARNING**
- Tighten and secure screws properly.
- Make sure product is straight and sturdy.
- All feet are equally on the ground.

- Place spacers between Lower Pipes and Rack Pipes.