4-SIDED OPEN CUBE
GENERAL INSTRUCTIONS

Thank you for purchasing the product. Please read these instructions carefully before use. Keep these instructions for future reference.

<table>
<thead>
<tr>
<th>PRODUCT</th>
<th>PRODUCT SIZE (IN)</th>
<th>WEIGHT TOLERANCE</th>
<th>MATERIAL</th>
</tr>
</thead>
<tbody>
<tr>
<td>OUTER SIZE</td>
<td>11.42&quot; 13.54&quot; 13.54&quot;</td>
<td>Total 11 lbs</td>
<td>Finished Particleboard</td>
</tr>
<tr>
<td>INNER SIZE</td>
<td>10.75&quot; 12.28&quot; 12.28&quot;</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

* LOAD CAPACITY IS MEASURED VALUE, NOT GUARANTEED VALUE.
* PRODUCT SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

1. Gluing dowels and slots
2. Screw Tightening Pins clockwise using a Phillips screwdriver
3. Tightening Drum

   ① Insert tightening drum:
   Being careful of orientation, insert the drum to the back with etched arrow at top. (Drum cannot be secured if oriented incorrectly)
   ② Insert tightening pin into hole
   ③ Turn tightening drum:
   Secure by turning 135-180 degrees clockwise.

IMPORTANT
・REQUIRED TOOL: PHILLIPS HEAD SCREWDRIVER (WITH MORE THAN 1" HANDLE PORTION)
・IN ORDER TO AVOID DAMAGE, DO NOT USE AN IMPACT DRIVER.

PRECAUTIONS FOR SAFE USAGE PLEASE OBSERVE THE FOLLOWING:

FOR INDOOR STORAGE USE ONLY

・Keep product on a flat, stable surface.
・Please observe weight tolerance and do not overload product.
・Do not lean on product or exert strong force such as pushing, climbing, or shaking.
・Place objects inside or on product for even weight distribution.
・Do not use near stove or other sources of fire.
・When moving product, please remove all items from inside or on top and lift evenly from both sides.

・To avoid damage to product:
   ・Keep away from direct sunlight or high humidity.
   ・Wipe away any water, oil, or soap immediately.
   ・Do not place hot or wet items on product.
   ・Do not place stickers or tape on product.
   ・Please check that screws are properly tightened after installation. Screws may loosen over time, re-tighten if needed.
   ・Please discard packing materials in proper waste receptacle.

CLEANING METHOD TO MAINTAIN HIGH PERFORMANCE OF THE PRODUCT, PLEASE MAKE SURE TO OBSERVE THE FOLLOWING:

・Wipe with a damp soft cloth and mild kitchen soap; wash with damp cloth and dry thoroughly.
・Do not use cleaning products such as alcohol, gasoline, bleach or detergent powder.

IRIS USA, INC.
ADDRESS: 13453 West Cactus Road Surprise, AZ 85379
WEBSITES: www.shepirisusa.com

RS USA, Inc.
TELEPHONE: 800-320-4747
FAX: 262-612-1010
#596222, #596223
**PARTS**

- PLEASE CONFIRM THE FOLLOWING PARTS ARE INCLUDED BEFORE ASSEMBLING.
- PACKAGING MATERIAL IS NOT MARKED. EXTRA HARDWARE INCLUDED FOR CONVENIENCE.

- Top Panel (1)
- Base Panel (1)
- Left Side Panel (1)
- Right Side Panel (1)
- Support Panel (1)
- Tightening Pins (5)
- Tightening Drums (5)
- Joint Pin (5) for stacking
- Covering Stickers (5)
- Glue (1) shake well prior to use

**ASSEMBLY METHOD**

- GLOVES SUGGESTED TO AVOID INJURY DURING ASSEMBLY.
- PLEASE ASSEMBLE ON A FLAT SURFACE, AND BE CAREFUL NOT TO SCRATCH THE FLOOR.

1. **Attach Tightening Pins to center hole on each side of Top Panel and Base Panel.**

2. **Attach the Left Side Panel and the Right Side Panel to the Support Panel with glue.**

3. **Attach items from Step 2 to the Base Panel. Flip parts so that Support Panel is in back, and attach to Base Panel with glue, then insert Tightening Drums to bottom center holes.**

4. **Complete by attaching the Top Panel with glue and Tightening Pins, then insert Tightening Drums inside final 2 holes. Finish by placing Covering Stickers on exposed Tightening Drums.**

**FOR STACKING MULTIPLE BOXES**

1. Insert the 4 joint pins in the holes on top of the box.
2. Lower second box onto the joint pins below.

**CAUTION**

- ONLY STACK UP TO 3 BOXES AT A TIME.
- ALWAYS USE JOINT PINS FOR STABILITY WHEN STACKING.